Kenya Power

The Kenya Power & Lighiing Co. Lid
Ceniral Office = P.O. Box 30099 Nairobi, Kenya
STIMA PLAZA, KOLOBOT ROAD, PARKLANDS, NAIROBI.
Telephone - 24-20-3201000 — Fax No. 254 - 20 - 3514485

Our Ref: KP1/9A.3/0OT/37/19-20JM/bkk Date 26t June 2020

TO: ALL PROSPECTIVE BIDDERS

Dear Sirs/ Madams

RE: ADDENDUM (NO. 2) TO THE TENDER NO. KP1/9A.3/0T/37/19-20 FOR SUPPLY
OF ASSORTED CLAMPS & CONNECTORS.

1. RELATIONSHIP WITH THE PRINCIPAL TENDER DOCUMENT.

Save where expressly amended by the terms of this Addendum, the Principal
Tender Document shall continue to be in full force and effect. The provisions of
this Addendum shall be deemed to have been incorporated in and shall be
read as part of the Principal Tender Document.

2. ltem Description & Drawing

All prospective bidders are informed that the item description for the 5th item
on the schedule of requirements should read ‘'Copper alloy tinned Horizontal
-Horizontal cable cross joint clamp 120mm sq copper conductor” and not

—""Aluminum alloy tinned Horizontal =Horizontal cable cross joint clamp 120mm—

sqg. copper conductor'’ as earlier indicted.

3. Drawings

Drawings for the items in the schedule requirements are hereby attached as
appendix |. The drawings provided on addendum 1 are therefore withdrawn.

All other terms and conditions remain as per the Principal Tender Document
(PTD).

Yours faithfully
FOR: THE KENYA POWER & LIGHTING COMPANY LIMITED

\

Dr. JOHN NGENO
GENERAL MANAGER, SUPPLY CHAIN




APPENDIX 1: CLARIFICATION ON TENDER SUPPLY FOR ASSORTED
CLAMPS & CONNECTORS.

A. TABLE OF ITEMS

No. | Item e ;
code Description Drawing No

1) | N/A Aluminium alloy Compression terminal connector for ACSR 300mm 1
sq flat with 4 bolts

2) | N/A Tee connector clamp for 150mm sq ACSR Conductor with 8 bolts 2

3) | N/A Tee connector clamp for 300mm sq ACSR Conductor with 8 bolts 2

4) | N/A Tinned Aluminium alloy Parallel Groove clamp for 120mm sq copper 3
conductor bolted

5) | N/A Copper alloy tinned Horizontal -Horizontal cable cross joint clamp 4
120mm sq copper conductor

6) | N/A Straight connector for tube 50mm outside diameter and 300mm sq 5
ACSR Conductor

7 | N/A Tee connector clamp for tube 25mm Diameter and 150mm sq ACSR 6
Conductor bolted

&) | N/A Tee connector clamp for tube S0mm Diameter and 300mm sq ACSR 6
Conductor bolted

9) | 114868 | Aluminium Compression Tee clamp for 300 mm sq 7

10) | 114866 | Aluminium Compression Tee clamp 150mm sq 7

11) | N/A Suspension clamp for 300mm sq ACSR Conductor 8

12) | 114862 | Compression dead end clamp for 300mm sq ACSR Conductor 9

13) | 114832 | Electrotinned copper clamp 3" fixed 08605 sht 8

" 14) | 114853 | Electrotinned Copper clamp 3" flexible B | 08605sht 6
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B. DRAWINGS

1. Compression terminal connector
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1.1. System Settings:
Un 245 kV Bidder to specify
In 1000 A Bidder to specify
Iw,ls 31.5kA Bidder to specify

1.2. Conductor parameters:

ACSR Conductor Size Compression connector (Minimum)

Code {(mm?) | Overall L D1 D2 A T W B No
Name Dia mm min mm mm mm mm of
M o S— . g - : Bolts
Goat 300 26 200 29 43 100 15 90 100 | 4

Bidder to
state

1.3. Material of manufacture

1. | Aluminium sleeve | 6082 O, seamless Bidder to Specify
and jumper
5 Steel sleeve Forged steel, hot dip galvanized as per ISO | Bidder to Specify
- 1461
Bolts and nuts Stainless steel, Class 8.8/8, 800N/mm? Bidder to Specify
a Dead end Eye type Bidder to Specify

-




5 Conductivity of the | equal to that of the conductor to be used | Bidder to Specify
" | dead end with
6. Slip strength Up to 95% of the conductor to be used with | Bidder to Specify
7. | Contact sealant is factory applied to the barrel and the connector Bidder to Specify
is sealed in a clear plastic bag
8. | Pads have contact surface on both sides with NEMA spacing Eidder o Specily

2. Tee Connector Clamps with Bolts

2.1. System Settings:

Um 245 kV Bidder to specify
In 1000 A Bidder to specify
T, Is 31.5kA Bidder to specify

2.2. Conductor/clamp parameters:

ACSR Conductor Size D Approx H (Min) | L (Min)
Conductor Size
Code Name Cross Sectional | Overall Dia mm mm mm
Area (mm?) mm
Wolf 150 18.2 18.0~22.0 100 80
Goat 300 26 23.0~29.0 130 100
Bidder to state

2.3. Material of manufacture

1.

Aluminium Body

Al 6082 T6 Bidder to Specify

2.

Bolts and nuts

Stainless steel, Class 8.8/8, S00N/mm? | Bidder to Specify
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3. Parallel Groove clamp
As given in the Kenya Power specification: KPLCI-6C 1-13-TSP-06-036-1-Specification for
overhead line Fittings-Part - fittings for 10-300MM?2 conductors here-attached.
o Fig 10
e Respective GTP Clauses to be filled.
3.1. Material of manufacture

1. | Clamp Body EN AW-6082 T6 Bidder to Specify

" Cover Al6082 T6 Bidder to Specify

3 Bolts and nuts Steel, ISO 1461 hdg, Class 8.8/8, 800N/mm? | Bidder to Specify

4. Horizontal to horizontal cable cross joint

4.1. This clamp is for earthing copper conductors for using conductors in Bidder fo: Speeify

the earthing system

4.2. Shall be used for joining stranded copper cables and solid copper Bidder fo Specity

conductors or ground rods, both of between 95mm? and 120 mm’

4.3. The body be manufactured from brass and shall not be less than 5 mm Bacidr o spetty

in thickness

4.4. The bolts shall be at least M8 and manufactured from brass or Bidder to Specify

stainless steel
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5. Straight connector for tube 50mm outside diameter and 300mm sq
ACSR Conductor

5.1. System Settings:

Unm 245 kV

Bidder to specify

In 850 A

Bidder to specify

In, Is 31.5kA




5.2. Conductor/clamp parameters:

ACSR Conductor Size Tube Size
Code Cross Sectional Overall D1 mm L (Min) W1 (Min) | W2 (Min)
Name | Area (mm’) Dia mm mm mm mm
(D2)
Goat 300 26 50 150 80 60
Bidder
to state
5.3. Material of manufacture
1. | Aluminium Body Al 6082 T6 Bidder to Specify
5 Bolts and nuts Stainless steel, Class 8.8/8, | Bidder to Specify
. 2
800N/mm~
6. Tee connector clamp for tube and ACSR
L
o
6.1. System Settings:
Unm 245 kV Bidder to specify
IN 850 A Bidder to specify
T, 1s 31.5kA Bidder to specify
6.2. Conductor/clamp parameters:
ACSR Conductor Size Tube Size
Code Cross Sectional Overall D; mm H (Min) L (Min) W (Min)
Name | Area (mm?) Dia mm mm mm mm
(D2)
Wolf 150 18.2 25 60
Goat 300 26 50 70
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Bidder
to state

6.3. Material of manufacture

1.

Aluminium Body

Al 6082 T6 Bidder to Specify

2

Bolts and nuts

800N/mm?

Stainless steel, Class 8.8/8, | Bidder to Specify

7. Aluminium Compression Tee clamp

7.1. System Settings:

1

} Tap

Um 245 kV Bidder to specify
In 1000 A Bidder to specify
I, Is 31.5kA Bidder to specify

7.2. Conductor parameters:
ACSR Conductor Size Tee Clamp _ S
Code Name | (mm?) |OveraliDiamm |Lmm _ |[Amm __|Bmm C mm
Wolf 150 18.2 250 State 130 State
Goat 300 26 280 State 160 State
Bidder to state

7.3. Material of manufacture

1.

Aluminium tubes

Extruded Aluminium Alloy 6082 O,
seamless

Bidder to Specify

with

" Conductivity equal to that of the conductor to be used | Bidder to Specify
- with
3 Slip strength Up to 95% of the conductor to be used | Bidder to Specify
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4. | Tap barrel is prefilled with inhibitor, ends are capped and tapers Bidder to Specify

are coated with protective plastic

8. Suspension clamp for 300 mm2 ACSR Conductor
As given in the Kenya Power specification: KPLCI-6C I-13-TSP-06-036-1-Specification for
overhead line Fittings-Part 1- fittings for 10-300MM?2 conductors here-attached.
o Fig8
e Respective GTP Clauses to be filled.
8.1. Material of manufacture

4. | Clamp Body Al 6082 T6 Bidder to Specify
5 Cover Al 6082 T6 Bidder to Specify
6. Straps S35512G3C Bidder to Specify
7 Locking plate Stainless steel Bidder to Specify
g Bolts and nuts Stainless steel, Class 8.8/8, 800N/mm? | Bidder to Specify

9. Compression dead end clamp
!
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’ ,— ALUMINUM DEADEND TERMINAL
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9.1. System Settings:
Unm 245 kV Bidder to specify
In 1000 A Bidder to specify
I, Is 31.5kA Bidder to specify
9.2. Conductor parameters:
ACSR Conductor Size \ ¢ (Mmin) ‘ Al sleeve™ Steel Sleeve | Bolts I




Code (mm?) | Overall mm Dimm |[D2mm | D3 D4 No of
Name Dia mm mm mm

Goat 300 26 500 29 43 11.5 19.5 2
Bidder to

state

9.3. Material of manufacture

5. | Aluminium sleeve and | 6082 O, seamless Bidder to Specify
jumper
6. Steel sleeve Forged steel, hot dip galvanized as per | Bidder to Specify
ISO 1461

7 Bolts and nuts Stainless steel, Class 8.8/8, 800N/mm? | Bidder to Specify

Dead end Eye type Bidder to Specify

9 Conductivity of the dead | equal to that of the conductor to be used | Bidder to Specify
" | end with

10 Slip strength Up to 95% of the conductor to be used | Bidder to Specify
’ with
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10. Electrotinned copper clamp 3" fixed - 08605 sht 8

[
I

)
s ]
p i
/ . ! N
1 1 T )f o
. O 7 =
T T = T
P QANECEYATION. |
coor vaess
2ADE IS

X SHEET 8
= E X K.P.&.L CO. LTO.
== GETAILS OF EXPANSION RIGID CLAMPS FOR 76mm. ©.0. Cu TUBES grcot
:::’ - Bl s SK.NC.08605




11. Electrotinned Copper clamp 3" flexible - 08605 sht 6
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