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GENERAL   NOTES

1   ALL DIMENSIONS TO BE CHECKED ON SITE.
     WRITTEN DIMENSIONS RULES OVER SCALED DRAWINGS.
     ANY DISCREPANCY IN DIMENSIONS TO BE REPORTED TO
     THE ARCHITECT BEFORE PROCEEDING.

2   DEPTH AT FOUNDATION TO BE DETERMINED ON SITE, ALL
     FOUNDATIONS R.C. COLUMNS AND R.C. WORKS TO
     STRUCTURAL ENGINEERS' DETAIL.

3.  HEAVY DUTY POLYTHENE SHEETING AND TERMITE
     TREATMENT TO BE PROVIDED UNDER GROUND FLOOR
     SLAB. DPC TO BE THREE PLY BITUMINOUS FELT LAID
     UNDER ALL WALLS.

4   P.V. DENOTES PERMANENT VENTILATION .
     F.L. DENOTES FANLIGHT ABOVE.

5   ALL WALLS TO BE REINFORCED WITH HOOP IRON AT
     EVERY ALTERNATIVE COURSE.

6   ALL SANITARY WORKS TO BE EXECUTED IN ACCORDANCE
     WITH M.O.H. RULES AND REGULATIONS.

7   ALL DRAINS UNDER BUILDING, DRIVEWAY , AND PARKING
     TO BE 150mm CAST IRON  PIPE ENCASED IN 150mm
     CONCRETE INSPECTION CHAMBERS WITHIN BUILDING TO
     BE FITTED WITH HEAVY DUTY DOUBLE SEAL AIR TIGHT
     COVERS
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BUILT AREA  GROUND FLOOR: 1750. 00 m2

BUILT AREA MEZZANINE FLOOR:330. 00 m2

TOTAL BUILT AREAL:         2080. 00 m2

Pre-cast concrete window cill

Reinforced Concrete Floor Slab

Concrete box gutter to
s.e's details

200mm thick masonry
walling, keyed externally,
plastered & painted
internally

Cyclones to m.e's
specifications & details
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WAREHOUSE ELEVATIONS


